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Voluntary Safety Data Sheet 
XPS foam core insulated sandwich panels with aluminum facing 

 
This product is not defined as a “chemical” but as an “article” according to the Hazard Communication 
Standard (29 CFR 1920.1200) of the Occupational Safety and Health Administration of the United States 
of America. It is not subject to the mandatory deliverance of a safety data sheet. Nor is it considered as a 
hazardous material. Nevertheless, to provide our client with the best information, to avoid any safety 
issue and encourage risk prevention we edited this SDS following the Globally Harmonized System’s 
guidance. 
 

 

SECTION 1: IDENTIFICATION OF PRODUCTS AND COMPANY 

1.1 Product Identification  
 
Commercial Name: NOVATOIT® Foam panel 
Product Description: Sandwich panel with an insulated XPS foam core and aluminum facing. 
 
1.2 Use of the product 
 
This product is used in the roofing of home extensions such as patio enclosures, sunrooms, pergolas, 
gazebos, carport, conservatories, and affiliated products. 
 
1.3 Identification of the company issuing this Safety Data Sheet 

 

Company name: AV Composites USA, Inc 

Address: 2950 NE 188th Street, Miami, FL 33180 

Phone: +33 7 89 22 04 65 

email: export@avcomposites.com 

 
1.4 Emergency Call Number 
 
911 

 

SECTION 2: HAZARDS IDENTIFICATION 
 
2.1 Product Classification 
 
As an “article”, NOVATOIT® Foam panel is not classified as a hazardous product according to the Hazard 
Communication Standard (29 CFR 1920.1200) of the Occupational Safety and Health Administration of 
the United States of America 
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2.2 Labeling 
 
NOVATOIT® Foam product is not subject to labeling according to the Hazard Communication Standard 
(29 CFR 1920.1200) of the Occupational Safety and Health Administration of the United States of 
America. 
 
2.3 Other Hazards 
 

- Respecting indicated use: no harmful effect on health or environment 
- In case of burning, we notice the emission of heat and the formation of smokes that must not 

be inhaled 
- After a fire, no effects were observed regarding possible pollution following the discharge of 

extinguishing water into the sewer system. 
 

 

SECTION 3 : COMPOSITION/INFORMATION ON INGREDIENTS 
 
3.1 COMPOSITION 

 
 

Materials Description Density 

Aluminum  .030 in. coated aluminum facing 2800 Kg/m3 

Glue  Two-component polyurethane bonding 1536 Kg/m3 

Insulation Material 2 pcf XPS Foam 33 Kg/m3 

Glue Two-component polyurethane bonding 1536 Kg/m3 

Aluminum .030 in. coated aluminum facing 2800 Kg/m3 

 

SECTION 4: FIRST AID MEASURES 
 
4.1 Description of Necessary Measures 
 
Skin Contact: In case of cutting with the aluminum facing 

- Wash and disinfect the wound 
- If necessary, apply a bandage and seek for medical attention 

 
Eye Contact:  If cutting or machining generates foam dust or aluminum shards 

- Rinse eyes thoroughly with clean water, in case of discomfort 
- Seek medical attention if symptoms persist. 

 
Inhalation: If cutting or machining generates foam dust or aluminum shards 

- If breathing is difficult, bring the victim outside to fresh air 
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- Seek medical attention if symptoms persist. 
 

Swallowing: In case of cutting or machining generating foam dust or aluminum shards 
- Do not swallow dust or shards, rinse mouth several times with clean water, do not 

make the person vomit 
- Seek medical attention if symptoms persist. 

 

 

SECTION 5: FIREFIGHTING INDICATIONS 
 
NOVATOIT® Foam product have been classified M1: non-flammable combustible (Report N° EFR-19-
001758 A) 
 
Nature of the tests: 
 
NF P 92-507 (2004): Fire safety - Construction - Furnishing materials - Classification according to their 
reaction to fire Classification according to their reaction to fire 
 
NF P 92-501 (1995): Reaction to fire tests of materials - Radiation test applicable to rigid materials or 
made as such (bonded covering materials) of any thickness and to flexible materials of thickness greater 
than 5 mm 
 
5.1 Extinguishing medium 
 

Suitable Extinguishing media 
- AB Water + additive fire extinguisher 
- ABC powder extinguisher 

Unsuitable Extinguishing media : 
 

- None 
 

5.2 Specific hazards arising from the product  

When subject to fire, the product may issue smokes. These smokes should not be inhaled. 

5.3 Firefighters advisory 

SCBA recommended as for most fires. 
 

 

SECTION 6: ACCIDENTAL RELEASE MEASURES 

6.1 Personal precautions:  
 
None. Under normal conditions of use, non-hazardous solid product. 
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6.2 Measures for environmental protection: 
 
None. Under normal conditions of use, non-hazardous solid product. 
 
6.3 Measures for cleaning/collecting:  

Solid non-hazardous recyclable product. 

Recycling Procedure: 

The componants can be recycled independently, separate aluminum from the insulated foam and 
direct yourself to specific recycling channels (aluminum and extruded polystyrene) 
 

 

SECTION 7: HANDLING AND STORAGE 
 
7.1: Handling 
 
Wearing gloves is highly recommended. Do not smoke, avoid direct contact with flames. When handling 
strong heat sources in the vicinity, ensure that suitable extinguishing media - see section 5 - are available 
to prevent ignition of the product. 
In case of intensive cutting or machining (without vacuum on the tool) of the product generating dust, in 
order to limit exposure by inhalation and finally to avoid the formation of an explosive atmosphere, install 
in ventilated rooms. 
 
However, the cuts required for the usual installation of the product on site do not normally generate 
significant dust-related risks. 
 
For handling in the warehouse, forklift drivers should be professionally trained (driving the forklift, 
carrying/stacking pallets, etc.). 
During the loading and unloading of the finished product, the pallet packaging must be checked 
(degradation and stability) before stacking it (see §7.2 Storage). 
 
7.2: Storage 
 
Prevention of fire and explosion: No smoking, avoid direct contact with flame and store away from 
strong heat sources, to prevent any risk of ignition of the product. 
 
Incompatible materials: Do not store with substances or mixtures classified as flammable. 

 
Storage conditions: store on a flat surface. Do not stack damaged packages/pallets. We do not 
recommend piling of packages/pallets higher than 10 feet and advise to avoid pedestrian traffic in the 
storage area (risk of piles falling, especially in case of winds over 30 mph). 
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Packaging material: Plastic film, wooden pallets, protective EPS, PVC or cardboard angles. 
 

 

SECTION 8 : CONTROLE DE L'EXPOSITION / PROTECTION INDIVIDUELLE  
 
8.1 Protective Measures 
 
Collective protection:  
 

- In case of cutting or machining of the product generating dust, install in ventilated rooms in 
order to reduce as much as possible the concentration of dust.  

- If particular conditions require it, foresee that the installation is equipped with an aspiration 
system. 

Individual protection:  
 

- Hands: Edges of the aluminum facing may be sharp. Wearing gloves is highly recommended.  
- Eye: Wear goggles if there is a risk of particles being thrown around when cutting. 
- Respiratory Protection: Wear a class 1 or 2 filter mask (depending on the dust level) if dust is 

formed and if there are no sufficient ventilation conditions.  
 
 

 

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES 
 

Physical state Solid 

Color 
Blue, purple, yellow, grey, or green foam with 
various aluminum facing colors  

Smell None 

Self-Ignition temperature < 355°F 

Thicknesses 3”, 4”, 6” 

Explosive characteristics Non-applicable 

Surface Mass 
3” 4” 6” 

1.33 psf 1.69 psf 1.94 psf 
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SECTION 10: STABILITY AND REACTIVITY 
 
10.1 Stability 
 
Stable under normal use 
 
10.2 Conditions to avoid 
 
Avoid contact with fire and proximity with strong heat sources.  
Do not heat over 170°F 
 

 

11. TOXICOLOGICAL INFORMATION 

 
According to our experience and the information available to us, the product has no harmful effects 
under normal handling and processing conditions. 
 
 

 

12. ECOLOGICAL INFORMATION 

 
12.1 Toxicity: 
 
The product has no known particular effect. 

12.2 Persistence and degradability:  

Product is not biodegradable. The product is insoluble and does not degrade in contact with water. 

12.6 Other adverse effects:  

XPS used in the manufacture of NOVATOIT® Foam Panel do not contain CFCs nor HCFCs.  
 

 

SECTION 13: DISPOSAL CONSIDERATIONS 

 
Dispose of product in accordance with local/regional/international regulations. 
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14. TRANSPORT INFORMATION 

 
Product not dangerous for transport 
 

 

15. REGULATORY INFORMATION 

 
Informative labelling not mandatory. 
 

 

16. OTHER INFORMATION 

 
This safety data sheet supplements the Technical Instructions for Use but does not replace them. 
The information contained in this safety data sheet has been established based on our knowledge of the 
product concerned, at the date indicated. 
 
It is given in good faith and relates only to the product named and may not be applicable if the product 
is mixed with other substances, if unusual installation techniques are used or if it is used in a 
manufacturing process. 
 
The attention of users is also drawn to the possible risks incurred when a product is used for purposes 
other than those for which it is designed. 
It does not exempt the user from knowing and applying all the regulations governing his activity. The user 
is solely responsible for taking precautions related to the use of the product. 

 


